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Product Name: HASSLACHER Glued laminated timber 
Application: General / Specific Design 

Product Description and Intended Use: 

The HASSLACHER Glued laminated timber (GLT, glulam) consists of a range of glulam products such as 
posts, beams and ceiling panels manufactured from a range of timber species with spruce, pine, larch 
and douglas fir. The HASSLACHER glulam product range is manufactured in accordance with EN 14080 
and the strength classes described therein. All mechanical properties are listed in the HASSLACHER 
Glued laminated timber product brochure as well as in the Declaration of Performance available on 
the HASSLACHER website: 

- Product information: HASSLACHER Glued laminated timber according to EN 14080:  

HNT-Brettschichtholz-EN.pdf 

- Product information: HASSLACHER Glued laminated timber according to ANSI A190.1.: 

HNT-Brettschichtholz-EN-ANSIA190-1_EN14080.pdf 

- CE-Certification: HASSLACHER Glued laminated timber (glulam) and Glued solid timber 

CE-Certificate_Glued_laminated_timber_EN_14080-

2013_NORITEC_Holzindustrie_GmbH_en.pdf 

- Declaration of Performance: Glued laminated timber NORITEC Holzindustrie GmbH (NTC) 

DOP_NTC_BSH_en_V4_0.pdf 

https://www.hasslacher.com/data/_dateimanager/broschuere/HNT-Brettschichtholz-EN.pdf
https://www.hasslacher.com/data/_dateimanager/broschuere/HNT-Brettschichtholz-EN-ANSIA190-1_EN14080.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/CE-Certificate_Glued_laminated_timber_EN_14080-2013_NORITEC_Holzindustrie_GmbH_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/CE-Certificate_Glued_laminated_timber_EN_14080-2013_NORITEC_Holzindustrie_GmbH_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/DOP_NTC_BSH_en_V4_0.pdf
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HASSLACHER glulam elements, subject to specific engineering design, are suitable for use as structural 
elements in the framing and connection of structural systems designed and specified by engineers. 
HASSLACHER glulam elements are to be installed in accordance with the specifications and details 
provided by the design professionals or specifiers of the project. 

The durability of HASSLACHER glulam should be detailed by the qualified design professionals to meet 
the requirements of New Zealand Building Code (NZBC) Durability Clause B2. 

Product Identifier: 

All HASSLACHER glulam products are marked with stickers on the end of each member and include the 
stress grade/brand name, bond type, and formaldehyde emissions class. An example is given below: 

 

Additionally, the technical properties are also included on the delivery note: 
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Place of manufacturing: Austria and Germany, Europe 

HASSLACHER Holding GmbH 

Adress for Service: Feistritz 1, 9751 Sachsenburg, Austria 

Austrian Business Nr.: ATU64110615, FN 258189s 

Website: HASSLACHER NORICA TIMBER - From wood to wonders. 

Phone: +43 4769 22 49-0 
E-Mail: info@hasslacher.com 

Legal and trading name of the manufacturer: 

- Austria, Europe: 

1. NORITEC Holzindustrie GmbH 

Adress for Service: Feistritz 1, 9751 Sachsenburg, Austria 

Austrian Business Nr.: ATU51965609, FN 211966s 

2. HASSLACHER Holzbausysteme GmbH 

Adress for Service: Feistritz 1, 9751 Sachsenburg, Austria 

Austrian Business Nr.: ATU66570178, FN 365470g 

- Germany, Europe: 

1. HASSLACHER Holzbauteile GmbH & Co. KG 

Adress for Service: Am Hundsrück 2, 63924 Kleinheubach, Germany 

German Business Nr.: DE 814308819, Registergericht Aschaffenburg 

2. NORDLAM GmbH 

Adress for Service: Gasereistraße 1, 39126 Magdeburg, Germany 

German Business Nr.: DE 210228873, HRB 112 001 

Contacts regarding technical Information: 

HASSLACHER Group Contact in New Zealand: 

Michael Goedert 

E-Mail: newzealand@hasslacher.com  

  

https://www.hasslacher.com/en/from-wood-to-wonders
mailto:%69%6e%66%6f@%68%61%73%73%6c%61%63%68%65%72.%63%6f%6d
mailto:newzealand@hasslacher.com
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Relevant New Zealand Building Code Clauses: 

• Clause B1 Structure 

• Clause B2 Durability 

• Clause C Fire 

• Clause F2 Hazardous Building Materials 

• G6 Airborne and Impact Sound 

Statement on how the building product is expected to contribute to compliance: 

Clause B1 Structure: Performance 

HASSLACHER glulam meets the performance requirements B1.3.1, B1.3.2, B1.3.3 and B1.3.4 with 
respect to NZS3603, AS/NZS 1170, Building Product Specifications and the HASSLACHER Glulam 
technical literature. https://www.hasslacher.com/certificates  

Example of CE-Certificate of the NORITEC Holzindustrie GmbH plant: 

  

Clause B2 Durability:  

HASSLACHER glulam meets B2.3.1 with respect to the Building Product Specifications and reference to 
NZS3602.  

  

https://www.hasslacher.com/certificates
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Clause C Fire: Performance C1-C6 

HASSLACHER glulam may be used as part of a fire rated structural system when designed to satisfy 
New Zealand Building Code (NZBC) Clauses C Protection from Fire. Compliance pathway shall either be 
via Acceptable Solution C/AS2, Verification Method C/VM2, or as Specific Design by the specifier or 
suitably qualified building design professional. Design of appropriate fire resistance rating and 
associated proprietary fire protection systems should be carried out by a suitably qualified fire 
engineers or building professional. Subject to design outcomes, HASSLACHER glulam may require 
passive fire protection, where the use of a proprietary fire rated systems such as GIB® Fire Rated 
Systems or other tested and certified proprietary fire rated systems would be a suitable option. Refer 
to “GIB Fire Rated systems Specification and Installation Manual” for mass timber encapsulation 
detailing and specification. Group Number and Critical Radiant Flux fire performances in relation to 
interior surface finishes requirements i.e. applicable to wall, ceiling and flooring, will vary with 
occupancies and project specific detailing which must be confirmed by suitably qualified fire engineers 
or building design professional 

Clause F2 Hazardous Building Materials: 

HASSLACHER glulam meets this requirement and will not present a health hazard to people. VOC 
emission testing: 

- Test report: Measurement of the emissions of VOC, formaldehyde and carbonyl compounds 

according to EN 16516 of HASSLACHER glulam sample 

www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/Test_Rep

ort_VOC-Measurement_based_on_the_AgBB_guidelines_and_according_EN_16516_en.pdf  

- Test attestation formaldehyde emission testing in accordance with EN 717-1 for HASSLACHER 

Glued laminated timber: 

https://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/T

est_Attestation_Glued_laminated_timber_Glued_solid_timber_MUF_4571_5071_formaldeh

yde_0_006_ppm_en.pdf 

Clause G6 Airborne and Impact Sound: 

HASSLACHER glulam may be used for walls, floors and ceilings as a building component within a 
framing solution and design.  

Limitations on the use of the building product: 

• HASSLACHER glulam shall not be used in weather exposed applications, HASSLACHER glulam 

consisting of Larch may be used in exterior applications but shall be protected from the 

weather according to NZS 3602 and is required to be appropriately maintained during the 

glulams serviceable life.  

• HASSLACHER glulam shall be protected from moisture in accordance with NZBC E2 external 

moisture and E3 internal moisture during its design and serviceable life. 

• Please refer to current handling and storage manual: 

www.hasslacher.com/data/_dateimanager/broschuere/Storage_and_Handling_Manual_for_

CLT_and_GLT.pdf  

  

http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/Test_Report_VOC-Measurement_based_on_the_AgBB_guidelines_and_according_EN_16516_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/Test_Report_VOC-Measurement_based_on_the_AgBB_guidelines_and_according_EN_16516_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/Test_Attestation_Glued_laminated_timber_Glued_solid_timber_MUF_4571_5071_formaldehyde_0_006_ppm_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/Test_Attestation_Glued_laminated_timber_Glued_solid_timber_MUF_4571_5071_formaldehyde_0_006_ppm_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/Test_Attestation_Glued_laminated_timber_Glued_solid_timber_MUF_4571_5071_formaldehyde_0_006_ppm_en.pdf
http://www.hasslacher.com/data/_dateimanager/broschuere/Storage_and_Handling_Manual_for_CLT_and_GLT.pdf
http://www.hasslacher.com/data/_dateimanager/broschuere/Storage_and_Handling_Manual_for_CLT_and_GLT.pdf
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Design requirements that would support the appropriate use of the building product: 

HASSLACHER glulam, designed in accordance with Verification Method B1/VM1, NZS 3603 or AS/NZS 
1170 is suitable for use as structural posts and beams within structural systems designed and specified 
by engineers and other suitable design professionals. HASSLACHER glulam is to be installed in 
accordance with the specifications and details provided by the building design professionals 
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Installation requirements: 

HASSLACHER glulam is to be installed in accordance with the specifications and installation details 
provided by the engineer and/or other suitably qualified design professional. Refer to the handling and 
storage manual: 
www.hasslacher.com/data/_dateimanager/broschuere/Storage_and_Handling_Manual_for_CLT_an
d_GLT.pdf  

Maintenance requirements: 

HASSLACHER glulam will not normally require maintenance. However, in circumstances, where 
coatings have been applied, maintenance will be in accordance with the coating manufacturers’ 
requirements. 

Is the building product/building product line subject to warning or ban under section 26 of 
the Building Act 2004? 

 

 Yes       ✓ No 
 
Date: 01.05.2026 

  

http://www.hasslacher.com/data/_dateimanager/broschuere/Storage_and_Handling_Manual_for_CLT_and_GLT.pdf
http://www.hasslacher.com/data/_dateimanager/broschuere/Storage_and_Handling_Manual_for_CLT_and_GLT.pdf
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Additional Information: 

Please see additional information on HASSLACHER glulam products: 

Quality Assurance: 

All glued laminated timber (glulam) produced by the production mills of the HASSLACHER 
group in Austria and Germany, are manufactured according to EN 14080 and meet all the 
quality requirements of the standard. The glulam production sites are subject to strict quality 
controls. Additionally, all these production mills are also inspected twice a year according to 
the standard by an external institute in the course of surveillance audits. 

Essentially, the factory production control (FPC) of glulam consists of the following tests: 

• Environmental/Climatic conditions 

- Ambient temperature 

- Atmospheric moisture 

• Moisture content of each dried board (raw material) 

• Dimensions of each dried planed board (raw material) 

• Mixing ratio of resin / hardener for the finger joints 

• Mixing ratio of resin / hardener for the flatwise gluing 

• Control of the gluing of finger joints by visual inspection 

• Surface temperature of finger jointed lamella after curing (control by means of environ 

mental conditions monitoring) 

• Control of flatwise gluing by visual or automatic inspection  

• Clamping pressure in the high frequency press or the cold press 

• Temperature of the glue line after pressing process in case of high frequency press 

• Dimensions and layout of final glulam beams 

• Surface quality of final glulam beams (optical cosmetics in case of need) 

• Number of pieces (completeness) / labeling / packaging 

and of the following control checks: 

• Testing the strength of finger joints – 4-point bending test according EN 408 and EN 

14080 - Scope of testing: 3 samples per shift 

• Thickness of the glue line: 3 measurements per shift  

• Delamination – characterization of the glue line according to EN 14080: 1 sample per 

press every 40 m³ production volume 

• Control and documentation of the CNC machining, this will be checked according to 

the single component drawings which are provided by the customer. 

• Control and documentation of the pre-installation of the steel connections, this will be 

checked according to the single component/installation drawings which are provided 

by the customer. 
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Sustainability: 

Wood - A Resource for the Future: As an innovative company in the timber industry, the 
HASSLACHER Group is committed to the sustainable use of this valuable resource. 
Continuous research and development pave the way for new applications and economically 
viable solutions. In line with the principles of ecological sustainability, the focus always 
extends beyond pure wood processing. 

Wood The Energy Source of the Future: The HASSLACHER Group recognizes the immense 
potential of wood as a renewable and environmentally friendly energy source. The 
production of bioenergy therefore plays a key role in the product portfolio and actively 
contributes to the energy transition. 

Excellent Employees - Working Hand in Hand for Sustainability: The HASSLACHER Group 
relies on the expertise and passion of its employees. Working together as a team, they make 
optimal use of the valuable resource wood - for customers, for the future, and in line with 
the motto: From wood to wonders. 

PEFC and sustainability accreditation: 

Reliable purchase of all ranges at any time of the year: Sustainability 

It's true that: Every tree that is felled, can also be grown again. The idea of managing raw 

materials carefully had already emerged in the 17th century. Awarded the quality seals of 

PEFC (Central Europe), the HASSLACHER Group continues this tradition. 

The HASSLACHER Group guarantees to purchase log wood in any market situation. Reliability 

is the key. Every trunk is photographed, processing is traceable, the service is 

comprehensive. 

The wood for HASSLACHER Group products come from: 

- Controlled sources 

- Forests managed according to strict regulations 

The wood for HASSLACHER Group products is: 

- Harvested in compliance with all legal framework conditions 

- Fully processed 

PEFC (Program for the Endorsement of Forest Certification Schemes) provides proof that wood and 

paper products originate from sustainably managed forests. This European initiative was established 

in 1999. 

PEFC: 
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_HFA-PEFC-
COC-0209_2030-06-30_en.pdf  

https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_TUEV-PEFC-
COC-107269_2028-06-07_HASSLACHER_Holzbauteile_GmbH_Co_KG_en.pdf  

https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_DINC-PEFC-
COC-000310_2028-02-28_NORDLAM_GmbH_en.pdf   

https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_HFA-PEFC-COC-0209_2030-06-30_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_HFA-PEFC-COC-0209_2030-06-30_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_TUEV-PEFC-COC-107269_2028-06-07_HASSLACHER_Holzbauteile_GmbH_Co_KG_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_TUEV-PEFC-COC-107269_2028-06-07_HASSLACHER_Holzbauteile_GmbH_Co_KG_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_DINC-PEFC-COC-000310_2028-02-28_NORDLAM_GmbH_en.pdf
https://www.hasslacher.com/data/_dateimanager/zertifikate/en/PEFC/PEFC-Certificate_DINC-PEFC-COC-000310_2028-02-28_NORDLAM_GmbH_en.pdf
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The HASSLACHER group was also a pioneer as it was one of the first wood industries 
companies in Europe to be certified according to the latest standards regarding the 
environmental product declarations (EPDs).  

In 2021, environmental product declarations (EPDs) were created on a voluntary basis to be 
used as a tool for continuous improvement of global developments and requirements 
regarding sustainability and environmental compatibility. These are available for 
HASSLACHER Group timber construction products such as glued laminated timber, laminated 
timber beams (DUO/TRIO), composite components made of glued laminated timber, glued 
laminated timber special components, cross-laminated timber, solid structural timber and 
GLT® and apply to all Austrian and German mill locations.  

The entire production process - from the raw material to the finished wood product- is taken 
into consideration with regard to its potential impact on the environment. For decision 
makers, including architects, planners, contractors, and end-clients, this represents an 
important tool for them. This holistic assessment of a product forms the basis for 
environmental building certifications. 

EPD*: 
www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPD_GLT_GST_B
GG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf 
EPI BREEAM: 
www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPI-
BREEAM_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf 
EPI LEED: 
www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPI-LEED-v4-
1_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf 
 
* An Environmental Product Declaration is a document that presents the environmentally relevant characteristics of a specific product in the 
form of neutral and objective data. These data cover, as comprehensively as possible, all potential environmental impacts of the product. In 
the construction sector, EPDs serve as an essential basis for professionals such as architects and planners, enabling them to design and 
assess buildings in a holistic manner. 
 

PCF*: 
www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/PCF_GLT_GST_B
GG_SC_ISO_14067_HASSLACHER_Holding_GmbH_en.pdf  
 
* The Product Carbon Footprint (PCF) is a reliable and transparent method for communicating the carbon footprint of products. Derived 
from the already verified Environmental Product Declarations (EPDs) of the IBU, the PCF represents the total greenhouse gas emissions, 
expressed in CO₂ equivalents, generated over the entire life cycle of a product. 
 

 

 

Legal Disclaimer: The information contained in this document is current as at published date and is 
based on data available to the HASSLACHER Group at the time of going to print. HASSLACHER Group 
reserves the right to change the information contained in this document without prior notice. It is 
your responsibility to ensure that you have the most up to date information available. HASSLACHER 
Group has used all reasonable endeavours to ensure the accuracy and reliability of the information 
contained in this document. However, HASSLACHER Group assumes no responsibility or liability for 
any inaccuracies, omissions or errors in this information nor for any actions taken in reliance on this 
information. 

http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPD_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPD_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPI-BREEAM_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPI-BREEAM_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPI-LEED-v4-1_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/EPI-LEED-v4-1_GLT_GST_BGG_SC_ISO_14025_EN_15804_A2_HASSLACHER_Holding_GmbH_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/PCF_GLT_GST_BGG_SC_ISO_14067_HASSLACHER_Holding_GmbH_en.pdf
http://www.hasslacher.com/data/_dateimanager/zertifikate/en/Glued_laminated_timber/PCF_GLT_GST_BGG_SC_ISO_14067_HASSLACHER_Holding_GmbH_en.pdf

