Declaration of performance
No: DOP_NTC_HOWD_en_V1.0

1. Unique product type identification code:
   **Solid wood wall and ceiling cladding in interior and exterior use**

2. Types-, batches or serial numbers or another method of identification of the building product according to Article 11 Paragraph 4 BauPVo:
   **The production date or the identification number for the order in question can be found in the building component marking.**

3. Intended use of the building product according to harmonised technical specification:
   **Wall- and ceiling cladding and side wall cladding in interior and exterior use**

4. Name, registered trade name or brand, along with the address of the producer according to Article 11 Paragraph 5 BauPVo:
   **NORITEC Holzindustrie GmbH**
   Feistritz 1
   9751 Sachsenburg
   Austria

5. Name and address of the authorised agent for the tasks referred to in Article 12 Paragraph 2 BauPVo:
   **No authorised agent**

6. System of assessment and verification of performance constancy pursuant to Appendix V of the BauPVo:
   **System 4**

7. If the building product is regulated by a European technical approval:
   **Not applicable**

8. The product is regulated by the following standards:
   **EN 14519** Solid softwood panelling and cladding
   - Machined profiles with tongue and groove
   **EN 15146** Solid softwood panelling and cladding
   - Machined profiles without tongue and groove
   **EN 14915** Solid wood panelling and cladding
   - Characteristics, evaluation of conformity and marking
9. Declaration of performance:

<table>
<thead>
<tr>
<th>Main Features</th>
<th>Performance</th>
<th>Harmonised Technical Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Modulus of Elasticity</td>
<td>NPD</td>
<td></td>
</tr>
<tr>
<td>Flexural Strength</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Compressive Strength</td>
<td>graded after kiln dried</td>
<td>EN 14915</td>
</tr>
<tr>
<td>Tensile Strength</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Shear Strength</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Grading</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Durability</td>
<td>Durability according to EN 350-2</td>
<td></td>
</tr>
<tr>
<td>Fire behavior</td>
<td>D-s2, d0</td>
<td></td>
</tr>
<tr>
<td>Fire resistance</td>
<td>NPD</td>
<td></td>
</tr>
<tr>
<td>Release of dangerous substances</td>
<td>No dangerous substances to declare</td>
<td></td>
</tr>
</tbody>
</table>

10. The performance of the product according to numbers 1 and 2 covers the DoP according to number 9. The manufacturer is uniquely responsible for the creation of this performance specification according to Number 4.

Signed in the name of the manufacturer:

Gerhard Göritzer / managing director NORITEC Holzindustrie GmbH

Name und title

Sachsenburg, 28th June 2013

Place and date of issue

Stamp/signature